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pressure washer wands

METRIC WAND
Apache P/N	 Description					     Wt. Ea.

	 99023754	 Male Metric x 1/4'' Male Pipe Thread - 18"					     .65#
	 Applications: Metric wand fits guns with metric connections. Metric adapters create a quick easy "tool free" connection to wands and 

accessories.

	W AND (insulated grip) – Plated Steel 
Apache P/N	 Length				    W.P.	 Wt. Ea.

	 99023464-c	 1/4" Male Pipe Thread x 1/4" Male Pipe Thread - 36" 		   	 3600#	 1.55#
	 99023347	 1/4" Male Pipe Thread x 1/4" Male Pipe Thread - 59" 		   	 3600#	 2.00#

	 Applications: Use 1/4" male pipe thread zinc plated wand as a replacement or extension for original wand. Molded grip insulates operator 
from heat when using hot water, and increases control and comfort when operating a pressure washer for extended periods of time.
Installation: Wand threads directly into pressure washer gun outlet. Quick disconnects can be added to create a quick easy "tool free" 
connection for wands and accessories.
Note: Use pipe tape on male pipe threads to ensure a leak-free connection.
18" and 24" wands (bare or insulated) are also available.

Nozzles

Variable nozzle	
Apache P/N	 Inlet		  W.P.	 Temp.	 Orifice	 Wt. Ea.

	 99023474	 1/4" Female Pipe Thread		  3000#	 176°F	 3.5	 .40# 
	 Applications: General purpose nozzle for most pressure washer situations.

Features: Push / pull movement changes the spray from low (soap dispensing) to high pressure, turning the nozzle body adjusts the spray 
pattern from a 0° to 80° fan. 
Installation: Nozzle can be threaded directly onto 1/4" MPT wand, or for a quick easy connection, use a quick disconnect socket and plug.

Hard / soft TURBO nozzle w/FILTER	
Apache P/N	 Inlet				    P.S.I.	 Wt. Ea.

	 99030688-c 	 1/4'' Quick Disconnect Plug x 4.0 Turbo				    3700#     	 1.00#
Applications: Turbo increases cleaning efficiency up to 200% and filter extends the service life of nozzle. Quick disconnects create a quick 
easy "tool free" connection for nozzles and accessories.
Features: Push / pull movement changes spray from a soft spray (for cleaning wood) to high pressure.
Easy clean filter; unscrew the qd plug from the turbo nozzle, and then unscrew the filter to remove it for cleaning.
Installation: Requires a 1/4" female pipe thread QD socket on wand. Simply pull back on the QD socket collar to insert or release the hard / 
soft turbo nozzle. QD socket also accepts other tips and accessories.

Quick disconnect spray tips

QD spray tips (5 pack)	
Apache P/N	 Description			   W.P.	 Orifice	 Wt. Ea.

	 99023777	 5 Color Coded Spray Tips			   5000#	 3.0	 .24#
	 99023778	 5 Color Coded Spray Tips			   5000#	 3.5	 .24#
	 99023779	 5 Color Coded Spray Tips			   5000#	 4.0	 .24#

Applications: These tips improve the cleaning efficiency of your pressure washer. 
Kit Includes: One each of the following “Color Coded” 1/4'' quick disconnect spray tips; 0° (red), 15° (yellow), 25° (green), 40° (white), and 
one brass 65° (black) low pressure soap / chemical tip.
Installation: Tips require a 1/4" QD socket on wand to complete the connection. To install, simply pull back on QD socket collar to insert or 
release the tip, collar moves back into position when connection/disconnect is complete.
Safety Tip: Turn off pressure washer and water supply, and then depressurize unit. When changing spray tips, make sure tip is firmly seated 
before restarting the pressure washer. 
Individual tips are also available.

filters

Inlet water filters and o-ring seals
Apache P/N	 Description					     Wt. Ea.

	 99023468	 10 Pack Set (2 each) 		   			   .10#
Applications: Replacement of old and weathered gaskets that have begun to leak.
Installation: Water filter fits in place of normal gasket on inlet side of pump / water connection. Place O-rings in grooves inside metric 
adapters or quick disconnects adapters.
Set Includes: Two each of the following; inlet water filter 50 / 60 mesh, yellow 14mm O-ring, red 15mm O-ring, blue 3/8" quick disconnect 
O-ring, and green 1/4" quick disconnect O-ring.
Note: Use pipe tape between strainer and pump on the male pipe threads to ensure a leak-free connection.
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Brushes

6.5'' Rotating brush w/angle adjustment - heavy-duty 	
Apache P/N	 Inlet		  P.S.I.	 Max. Temp.	 G.P.M.	 Wt. Ea.

	 99023626	 Brush w/14'' Wand & Female Metric Adapter	 3500#	 140°F	 3.0	 3.22#
Applications: Heavy-duty / general purpose cleaning of windows, siding, decks, boats, campers, RV’s, tires / rims, and farm / construction 
equipment. For use with pressure washers rated up to 3500 P.S.I. This brush can be angled as much as 140°, perfect for vertical or horizontal 
surfaces.
Components Included: Brush, 14" wand (male metric x 1/4" male pipe thread), and a metric - female x female adapter.
Installation: Thread brush directly onto the end of 1/4'' wand. Metric adapters create a quick easy "tool free" connection to brush.
Inlet: 1/4'' Female pipe thread.   
Note: Use pipe tape on male pipe threads to ensure a leak-free connection.

10'' Surface brush w/Nylon Bristles 	
Apache P/N	 Inlet		  P.S.I.	 Temp.	 G.P.M.	 Wt. Ea.

	 99023628	 Brush w/14'' Wand &  Female Metric Adapter	 5000#	 140°F	 3.0	 1.90#
Applications: Excellent for general purpose cleaning of siding, windows, cars, boats, campers, and RV’s. For use with pressure washers 
rated up to 5000 P.S.I. This chemical resistant brush has nylon bristles that have been flagged for extra softness.
Components Included: Brush, 14" wand (male metric x 1/4" male pipe thread), and a metric - female x female adapter.
Installation: Thread brush directly to end of 1/4'' wand. Metric adapters create a quick easy "tool free" connection to brush.   
Note: Use pipe tape on male pipe threads to ensure a leak-free connection.	

pressure washer accessories

quick disconnect - pressure gauge
Apache P/N	 Description					     Wt. Ea.

	 99023691	 0-5000 P.S.I.     1-1/2" Face   Gauge w/Quick Disconnect - Socket x Plug		  1.69#
Applications: For pressure washer pumps that do not come with a pressure gauge or gauge port on the pump. 
Installation: QD creates a quick easy "tool free" way to connect the gauge to the discharge port of pump and the pressure washer hose. Pull 
back on QD socket collar to insert or release gauge. 
Note: Mount accepts 1/8'' male pipe threaded gauges. Other adapters may be required to connect hose, coupler, and pump, depending on 
your configuration. 

Heavy-Duty telescoping Wand
Apache P/N	 Inlet - Outlet				    W.P.	 Wt. Ea. 

	 99023768-c	 Quick Disconnect Plug x 1/4" Quick Disconnect Socket			   4000#	 15.00#
Applications: For use with hot or cold water pressure washers rated up to 4000 P.S.I. (max). Eliminates the safety and time issues of using 
ladders. Wands extend from 6' to 18' for fast easy access to high, and hard to reach places from the ground. 
Construction: The main body is fiberglass with two telescoping extensions. These easily extend or retract and lock at desired length. 
Installation: Simply insert any spray tip or accessory with a 1/4" QD plug into the 1/4" QD socket end of wand.

Water Broom w/24" QUICK DISCONNECT wand extension
Apache P/N	 Description					     Wt. Ea.

	 99023750-c	 Broom w/3 Spray Tips					     9.00#
Applications: Cleans large areas such as garage floors, driveways, and sidewalks.
Installation: Attach male metric wand end to female metric gun outlet, and then connect 1/4" QD socket end to the 1/4" QD plug on broom.

pressure washer Hose Reels	 (hand crank)

Hose reels – metal
Apache P/N	 Description					     Wt. Ea.

	 99023586	 50' (3/8") 3700 P.S.I. Hose Reel w/Adapter - 3/8" Male Pipe Thread x Male Metric		  12.805#
Applications: Convenient way to store hose on pressure washer. Reel fits most carts and includes mounting bracket. For use with either a 
3/8" male pipe thread hose or a female metric hose.
Construction: Solid steel with a durable powder coat paint and full flow brass swivel outlet.
Installation: Easy to assemble to cart or other surface with versatile mounting brackets. Additional hardware may be required.
Includes: 5' pump to reel connector hose and mounting brackets.
Inlet / Outlet: 3/8" FPT.
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Baler belts

bulk belting
Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

20021510	 2 Ply 220 1/32 x 1/32 Baler Belt	 4"	 36	 .100
Popular specification for older model hay balers. Excellent fastener retention, with good impact resistance. Nylon fabric resists moisture and 
mildew. Special SBR compounds resist weathering and the effects ozone.
Temp. Range: -25° F to 225° F. Thickness: 13/64". Recommended Fasteners: #3-41/2 HT Hook.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

20021515	 2 Ply 220 Texture x Texture Baler Belt 	 4"	 36A	 .090
Excellent gripping textured top cover belt with exceptional stretch characteristics without loss of fastener retention. Ideal choice for replacement 
belts on various round hay baler equipment requiring a grip top surface. Special SBR compounds resist weathering, sunlight, and the effects of 
sitting during long periods of no use. Special compounds in cover provide excellent flex life, making it a good buy.   
Temp. Range: -25° F to 225° F. Thickness: 3/16". Recommended Fasteners: #3-41/2 HT Hook.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#		  Belt Wt.

20029150	 3 Ply 225 Diamond Top x Mini Skim Coat Baler Belt 	 4"		  36B		  .135
23501165-C	 7" x 525" 3 Ply Diamond Pre-laced					     42#
23501170-C	 7" x 531" 3 Ply Diamond Pre-laced					     43#
Excellent profile top cover belt with exceptional stretch characteristics without loss of fastener retention. Ideal choice for replacement belts on 
various round hay baler equipment requiring a grip top surface. Special SBR compounds resists weathering, sunlight, and the effects of sitting 
during long periods of no use. Special compounds in cover provide excellent flex life, making it a good buy. 
Temp. Range: -25° F to 225° F. Thickness: 1/4". Recommended Fasteners: #3-41/2 HT or #41/2 RHT Hooks.

PVC Fertilizer Belts

bulk belting
Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

20033600	 PVC 100 Black Bucket Top x FS	 2"	 62A	 .085
This PVC profile top belt features a multitude of “bucket” projections to aggressively assist the belt in elevating bulk solids. In very wet 
applications, the belt can run in the opposite direction to assist in draining off fluids.  
Temp. Range: 20° F to 180° F. Thickness: 15/64". Recommended Fasteners: #1A Hook; #125 Staple; #7 Alligator.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20034603	 PVC 120 Black CTII Conductive x FS 	 2-1/2"	 55A	 .088
The herringbone pattern of alternating rows of solid PVC chevron profiles form a cover highly capable of moving free flowing bulk solids. 
Materials such as grains, food stuffs, feeds and fertilizers can be carried up steep inclines.  
Temp. Range: 20° F to 180° F. Thickness: 1/4". Weight: .088 P.I.W.  Recommended Fasteners: #1 Hook; #125 Staple; #7 Alligator.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20035525	 PVC 120 Low Temp Black Crescent Top x FS	 2"	 62B	 .085
Crescent top profiles project from the belt surface to aggressively assist belt to move bulk solids. By running the belt in the opposite direction, 
the crescent shapes can assist in draining liquids from wet products. Crescents overlap to assure a smooth and quiet running on return rolls. 
Temp. Range: -20° F to 180° F. Thickness: 15/64". Weight: .085 P.I.W. Recommended Fasteners: #1SP Hook; #62 Staple; #7 Alligator.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20034800	 PVC 120 Black Z Top 	 2-1/2"	 63B	 .090
Unique profile is designed for increased capacity and minimal slippage. Special design reduces noise levels on return idlers. Uses include tube 
conveying, grain, wood work, and seed applications. Strong synthetic carcass and PVC compounds combine for high strength and durability in 
light oil, grease, water, and industrial chemical applications.
Temp. Range: 20° F to 180° F. Thickness: 15/64". Weight: .090 P.I.W. Recommended Fasteners: #1 Hook; #125 Staple; #7 Alligator.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20035503	 120 Blue Polarflex AR Cover x Cover	 2"	 266	 .100
	 Able to operate at temperatures as low as -40° F. Abrasion-resistant qualitites that match RMA Grade II covers. Maintains flexibility at low
	 temperatures, allowing belt to wrap small pulleys. Popular uses include tubveyors, feed lots, elevators, cold storage, harvesters, abrasive
	 materials, and grain/seed handling. Available in 72" widths. Anti-static belt covers.

Temp. Range: -40° F to 180° F. Thickness: 15/64". Weight: .100 P.I.W. Recommended Fasteners: #1 Hook; #125 Staple; #7 Alligator.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt P.I.W. Wt.

	 20035480	 120 Blue Polarflex AR Crescent Top x Brush	 2"	 265	 .085
	 Able to operate at temperatures as low as -40F. Crescent top with. Abrasion-resistant qualitites that match RMA Grade II covers. Maintains
	 flexibility at low temperatures, allowing belt to wrap small pulleys. Popular uses include tubveyors, feed lots, elevators, cold storage, harvesters,

abrasive materials, and grain/seed handling. Available in 72" widths. 
Temp. Range: -40° F to 180° F. Thickness: 15/64". Weight: .100 P.I.W. Recommended Fasteners: #1 Hook; #125 Staple; #7 Alligator. 

Belts listed above are available in any width (to 72" unless noted) with lengths up to 600'.
For additional belt specifications request the Belting Products and Services catalog AP16a or contact customer service 1-800-553-5455. 
Bulk or pre-cut and laced replacement round baler belt is available for all makes and models. For belt and baler information contact 
customer service. Apache stocks a full line of Clipper and Flexco lacing for all belt specifications.
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Baler belts

bulk belting
Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20029170	 3 Ply 330 Continuous Chevron Top x 	 4"	 36D	 .125
		  Mini Skim Coat Baler Belt
	 23501160-C	 7" x 420.5" 3 Ply Chevron Pre-laced			   32#
	 23501175-C	 7" x 562.5" 3 Ply Chevron Pre-laced			   47#

Excellent gripping chevron top cover belt with exceptional stretch characteristics without loss of fastener retention. Ideal choice for replacement 
belts on various round hay baler equipment requiring a grip top surface. Special SBR compounds resist weathering, sunlight and the effects of 
sitting during long periods of no use. Special compounds in cover provide excellent flex life, making it a good buy.  
Temp. Range: -25° F to 225° F. Thickness: 1/4". Recommended Fasteners: #3-41/2 HT or #41/2 RHT Hooks.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20021605	 3 Ply 330 Texture x Texture Baler Belt 	 4"	 37A	 .123
Excellent gripping textured cover belt with exceptional stretch characteristics without loss of fastener retention. Ideal choice for replacement 
belts on various round hay baler equipment requiring a grip top surface. Special SBR compounds resist weathering, sunlight, and the effects of 
sitting during long periods of no use. Special compounds in cover provide excellent flex life, making it a good buy. 
Temp. Range: -25° F to 225° F. Thickness: 1/4". Recommended Fasteners: #3-41/2 HT or #41/2 RHT Hooks.

grain elevator belts

bulk belting
Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

20027200	 2 Ply 150 1/32 x Bare Back Moderate Oil Resistance	 4"	 21	 .075
Excellent light duty thin conveyor belt with oil and abrasion resistant cover. Good selection for light duty use where resistance to oils is required. 
Used in agriculture, wood, waste, and recycling industries. MOR covers provide excellent flex life and resistance to light oil contact.  
Temp. Range: 0° F to 250° F. Thickness: 9/64". Recommended Fasteners: #2 Hook, #125 Staple, #15 Alligator.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20021628	 2 Ply 220 1/16 x 1/16 Static Conductive Oil Resistant 	 12" for conveyor	 23A	 .095
	 Fire Retardant Grain	 14" for elevator
Special compounds in this belt make it an excellent choice for handling grain and other applications requiring resistance to mineral, animal, or 
vegetable fats. It is also static conductive and MSHA approved for use on grain conveyors and in grain elevators where static charges must be 
held to minimums. Belt is flame resistant.   
Temp. Range: 0° F to 250° F. Thickness: 15/64". Recommended Fasteners: #140 Solid Plate, #187 Staple, #375 Bolt On, #R5 
Rivet.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20021630	 3 Ply 330 1/16 x 1/16 Static Conductive Oil Resistant 	 16" for conveyor	 25A	 .130
	 Fire Retardant Grain	 18" for elevator
Excellent medium duty elevator belt with exceptional bolt retention ability. Often used on elevator legs and in applications requiring resistance 
to mineral, animal, or vegetable fats. Good selection for grain conveyor applications and bucket elevators. Also used where equally thick covers 
permit belt to be turned over for longer wear. Covers provide excellent flex life, making it a good buy for tough elevator applications.
Temp. Range: 0° F to 250° F. Thickness: 17/64". Recommended Fasteners: #140 Solid Plate, #550 Bolt On, #R5 Rivet.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20021635	 3 Ply 600 1/16 x 1/16 Static Conductive Oil Resistant 	 20" for conveyor	 27A	 .195
	 Fire Retardant Grain	 24" for elevator
Excellent heavy duty elevator belt with exceptionally strong bolt retention ability. Often used on elevator legs and in applications requiring 
resistance to mineral, animal, or vegetable fats. Good selection for grain conveyor applications and bucket elevators. Also used where 
equally thick covers permit belt to be turned over for longer wear. Covers provide excellent flex life, making it a good buy for tougher elevator 
applications. 

Temp. Range: 0° F to 250° F. Thickness: 3/8". Recommended Fasteners: #140 Solid Plate, #550 Bolt On, #R5 Rivet.

Apache P/N	 Description	 Min. Pulley Dia.	 Spec.#	 Belt Wt.

	 20021640	 4 Ply 440 1/16 x 1/16 Static Conductive Oil Resistant 	 20"	 27B	 .200
	 Fire Retardant Grain
Excellent heavy duty elevator belt with exceptional bolt retention ability. Often used on elevator legs and in applications requiring resistance to 
mineral, animal, or vegetable fats. Good selection for grain conveyor applications and bucket elevators. Also used where equally thick covers 
permit belt to be turned over for longer wear. Covers provide excellent flex life, making it a good buy for tough elevator applications.
Temp. Range: 0° F to 250° F. Thickness: 11/32". Recommended Fasteners: #190 Solid Plate, #550 Bolt On, #R5 Rivet.
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flexco fastners

Increase belt conveyor safety and productivity with these belt conveyor maintenance solutions
Bolt Solid Plate • Rivet Solid Plate • Bolt Hinge • Rivet Hinge • Staple • Lacing • Rivet • Wire Hook • Spiral Lace • Plastic
CONTACT APACHE CUSTOMER SERVICE FOR SPECIFICATION AND PRICING INFORMATION

Flexco® fastener solutions
 Product			   Description			 

	  Clipper® Wire Hook System 			   For belts up to 13/32" (10mm) thick	
	 Applications: Clipper® hooks product a low-profile, economical splice. The splice is machine-applied for consistency and easier 
	 installation. Clipper offers a variety of lacers available for on-site maintenance repairs for on-site mainenance repairs, production lacing
	 or other special application needs. Clipper hooks are designed for belts up to 13/32" (10mm) and are available in a wide array of sizes,
	 configurations and metal types. Typical applications include package/parts handling, food processing, general manufacturing, agriculture,
	 and filter media. Installation: Complete instructions come with fastener kits.

 Product			   Description			 

	  Alligator® Ready Set™ Staple Fastener System 	 For belts up to 1/4" (6.45mm) thick		
	 Applications: The Alligator® Ready Set™ Staple Fastener system is a strong and abrasion-resistant splice. Simple installation only requires
	 that the fastener strip is fitted to the belt end; then, inserting the special installation tool, the staples should be driven with a hammer for a
	 strong, dependable splice. Ready Set™ fasteners are designed for belts from 1/16" (1.5mm) to 1/4" (6.4mm) thick. Typical applications include
	 package/parts conveying, food/sanitary contact, agricultural harvesting and handling, recycling/crop handling, and wood products.

	 Installation: Complete instructions come with fastener kits.

 Product			   Description			 

	  Alligator® Belt Lacing Fastener System 		  For belts up to 1/2" (13mm) thick		
	Applications: The Alligator® Belt Lacing is a hammer-applied splice that does not require special installation tools. Ideal for low-volume
	users and designed for belts up to 1/2" (13mm) thick. Alligator lacing is available in continuous lengths to fit any belt width. 
Installation: Complete instructions come with fastener kits. No special tools required.

 Product			   Description			 

	  Alligator® Plastic Rivet Fastener System 		  For belts up to 1/8" (3.2mm) thick		
	Applications: For applications where metal fasteners can't be used, the Alligator™ Plastic Rivet splice is a non-metallic splice that can
	be installed on-site with simple installation tools. Alligator Plastic Rivet allows the user to enjoy the advantages of both a mechanical splice
	and a non-metallic splice (non-abrasive, non-marking, FDA accepted). Designed for belts up to 1/8" (3.2mm) 
Installation: Complete instructions come with fastener kits.

 Product			   Description			 

	  Flexco® SR™ Rivet Hinged Fastener System 	 For belts up to 11/16" (17mm) thick		
	 Applications: Designed for rubber plied and PVC solid woven belting, and for worn belts unfit for vulcanized splices. The Flexco® SR™
	 fastener features a patented Scalloped Edge design, which contributes to improved fastener profile, resulting in increased
	 compatibility with belt cleaners and improved cleaner-tip wear. The staggered rivet pattern also provides maximum holding ability by allowing
	 the rivets to pass between the carvass fibers without damaging them. Generally used in coal, wood burning, asphalt plants, and construction
	 and road equipment applications. 	Installation: Complete instructions come with fastener kits.

 Product			   Description			 

	  Flexco® Bolt Hinged Fastener System 			  For belts up to 5/8" (16mm) thick		
	Applications: Sturdy, hinged construction makes Flexco® Bolt Hinged fasteners ideal for applications that use smaller pulleys, but still 
	require a high-strength, dependable splice. A choice of sizes accommodate belts from 1/4" (6mm) to 5/8" (16mm) thick. Used in construction
	and road equipment, coal, salt, potash, grain, wood products and recycling applications. Installation: Easy to install and re-install. The joint 
can be separated simply by removing the hinge pin. On-site installation requires hand or power tools. Complete instructions come with fastener 
kits.

 Product			   Description			 

	  Flexco® Bolt Solid Plate		   	 For belts up to 15/16" (24mm) thick		
	Applications: Made for the toughest material handling applications, providing a strong sift-free splice and superior holding ability. Sizes
	range from 3/16" (5mm) to 15/16" (24mm) thick. Used in construction. Commonly used to convey sand, gravel, crushed stone, grain, coal,
	cement and salt. Installation: Templates, punches, and boring tools make it easy to quickly and accurately prepare belts for fastener 
installation. Fasteners 	are easily installed on-site using portable hand tools or power tools. Complete instructions come with fastener kits.

Product			   Description			 

	  Flexco® Rivet Solid Plate		   	 For belts up to 15/16" (24mm) thick		
Applications: Our heavy-duty Rivet Solid Plate Fastener System is recommended for the most demanding high-tension applications. The
multiple-point attachment delivers long-lasting holding ability for mechanical ratings up to 800 PIW (140 kN/m). Rivet Solid Plate fasteners
feature a smooth coined-edge profile eliminating fastener projections and potential hang-ups. The broad width and heavy gauge of the plates
also results in long fastener wear life. Commonly used for heavy-duty conveyor and elevator belts used for handling sand, gravel, crushed
stone, grain, coal,cement and salt.	 Installation: Templates, punches, and boring tools make it easy to quickly and accurately prepare belts 
for fastener installation. Fasteners are easily installed on-site using portable hand tools or power tools. Complete instructions come with fastener 
kits.
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Agricultural belting, accessories, and services

On-site belt installation, splicing, service, vulcanization, and belt training

Buckets • Bolts • Idlers • Pulleys • Skirtboard Rubber • Scrapers • Elevator • Grain  Forage Blower • Tubeveyor • Tub 
Grinder • Feeder Wagon • Bunk Feeder • Combine Pick-Up  Conveyor Covers  • Tank Mounting Pad / Strap
CONTACT APACHE CUSTOMER SERVICE FOR SPECIFICATION AND PRICING INFORMATION 
ON THESE AND OTHER BELT PRODUCTS AND SERVICES 1-800-553-5455

Baler Belt repair Splices
Apache P/N	 Description		  Wt. Ea.	 Apache P/N	 Description		  Wt. Ea.

	 23501100	 3 Ply Chevron 	 4" x 3'	 1.30#	 23501112	 2 Ply Smooth	 6" x 3'	 1.85#
	 23501102	 3 Ply Rough Top	 5.3" x 3'	 1.60#	 23501114	 2 Ply Smooth	 4" x 3'	 1.00#
	 23501104	 3 Ply Smooth	 6" x 3'	 1.70#	 23501116	 3 Ply Chevron	 7" x 3'	 2.00#
	 23501106	 3 Ply Smooth	 14" x 3'	 4.00#	 23501118	 3 Ply Mini Rough Top	 7" x 3'	 2.30#
	 23501108	 3 Ply Smooth	 6.5" x 3'	 2.00#	 23501120	 3 Ply Diamond Top	 7" x 3'	 2.50#	
	 23501110	 2 Ply Smooth	 10" x 3'	 3.00#

Applications: Repair splices will fix up to a 3' section of baler belt that is damaged.
Installation: Complete instructions come with each repair splice roll.

Baler Belt repair Splices lacing equipment for hooks
Apache P/N	 Description	 Width	 Lace Hook Size	 Wt. Ea.

25049500	 R-4 Belt Vise Lacer / 4" Alligator Tool	 4"	 Reg. Series	 1.35#
The 4" Clipper® Vise Lacer is the ideal lacing tool for the user with only a few conveyor belts, while providing the reliability and performance 
of a machine splice. Simply place the lacer in a vise, load the hooks, insert the belt, and close the vise. The exclusive built-in pressure plate 
ensures a consistent clinch for long-lasting splices. Offers the continuous lacing feature which, with multiple operations, allows the user to lace 
belts wider than the width of the lacer.  Stores in a regular tool box.  
25049505	 R-7 Belt Vise Lacer / 7" Alligator Tool	 7"	 Reg. Series	 2.10#
The 7" Clipper® Vise Lacer is the ideal lacing tool for the user with only a few conveyor belts, while providing the reliability and performance 
of a machine splice. Simply place the lacer in a vise, load the hooks, insert the belt, and close the vise. The exclusive built-in pressure plate 
ensures a consistent clinch for long-lasting splices. Offers the continuous lacing feature which, with multiple operations, allows the user to lace 
belts wider than the width of the lacer.  Stores in a regular tool box. 

25049590	 R-10 Belt Vise Lacer / 10" Alligator Tool	 10"	 Reg. Series	 3.00#
The 10" Clipper® Vise Lacer is the ideal lacing tool for the user with only a few conveyor belts, while providing the reliability and performance 
of a machine splice. Simply place the lacer in a vise, load the hooks, insert the belt, and close the vise. The exclusive built-in pressure plate 
ensures a consistent clinch for long-lasting splices. Offers the continuous lacing feature which, with multiple operations, allows the user to lace 
belts wider than the width of the lacer.  Stores in a regular tool box. 

Apache P/N	 Description	 Width	  	 Wt. Ea.

25050605	 Baler Belt Lacer 7" (178mm)	 7"	  	 50#
A manual, lever-action baler belt lacer specially designed forlacing round hay baler belts in the shop or in the field. Installs perfect belt splices 
in hay baler belts every time. Designed to create an optimal hook clinch for longlasting splices that withstand the tugging, scraping and high 
abuse situations typical of round hay baler belts. 7" wide.

25050606	 Baler Belt Lacer 10" (254mm)	 10"	  	 51.02#
A manual, lever-action baler belt lacer specially designed forlacing round hay baler belts in the shop or in the field. Installs perfect belt splices 
in hay baler belts every time. Designed to create an optimal hook clinch for longlasting splices that withstand the tugging, scraping and high 
abuse situations typical of round hay baler belts. 10" wide.

Apache P/N	 Description	  	  	 P.I.W.

25069770	 14" Belt Cutter	  	  	 25.90#
Portable tool cuts belts up to 14" (350mm) wide, quickly and easily. Table support features a built-in square to ensure proper cut. Plus, belts can 
be cut in the middle of the roll by opening the end of the cutter. Cuts belts up to 3/8" (9.5mm) thick. Includes a belt-squaring arm that makes 
consistently straight cuts, time after time. 

Baler Belt Lacing
Apache P/N	 Description	 Wt. Ea.	 Apache P/N	 Description	 Wt. Ea.

	 25085381	 Alligator Rivet Lace / Pre-Cut	 1.00#	 25047058	 #4.5 Belt Lace / Pre-Cut 7" Card	 .36#
	 25047057	 #3 Belt Lace / Pre-Cut 4" Card	 .30#	 25092005	 #3 Belt Lace / 72" Bulk	 1.00#
	 25047056	 #3 Belt Lace / Pre-Cut 7" Card	 .27#	 25092016	 #4.5 Belt Lace / 72" Bulk	 1.00#

Universal Starter flaps
Apache P/N	 Description		  Wt. Ea.	 Apache P/N	 Description	  	 Wt. Ea.

	 23501122	 3 Ply Mini Rough Top 	 3" x 58.625"	 6.86#	 23501124	 3 Ply Mini Rough Top	 3.5" x 61.18"	 10.33#
	 Applications: For use on round hay balers. Rubber flaps are bolted onto drum in pre-drilled holes.

Installation: Complete instructions come with each repair splice roll.
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connecting pins & accessories
Apache P/N	 Description	  	  	 Wt. Ea.

25051009	 #13 (3/32) Nylon Covered Cable	  	  	 .017
Nylon covering reduces corrosion and simplifies hinge pin insertion.

25051007	 #12 (7/64) Nylon Covered Cable	  	  	 .021
Nylon covering reduces corrosion and simplifies hinge pin insertion.

	 97250050	 Nylon Covered Cable Connecting Pin					     .05#
	 25009050	 Nylo-Steel Connecting Pin					     .07#
	 25085402	 Alligator Rivet Connecting Pin					     .24#
	 25085390	 Alligator Rivets						      .11#

Apache P/N	 Description	  	  	 Wt. Ea.

25050705	 Belt Skiver Hand Tool	  	  	 .250
Portable, lightweight, and easy to carry, the FSK™ Belt Skiver adjusts easily to the precise cutting depth you need. The FSK Belt Skiver is 
compact, so it is easy to use anywhere on the job site – even in cramped operating environments. For use on rubber-covered belts with top 
covers of 3/16" (4.5 mm) or more. Provides skives from 1/16" (1.5 mm) to 3/8" (10 mm) deep in a single pass. Deeper skives can be achieved 
with multiple passes. Can also be used on most worn or damaged belt surfaces. 

Apache P/N	 Description	  	  	 Wt. Ea.

25050700	 Smart Lock™ Package	  	  	 2.00#
Helps prevent common baler belt problems by protecting splices against belt edge wear, increases end hooks/pins life, and can add up to 50% 
more splice life. Kit contains 20 SmartLocks and 5' of cable pin.




